
OBS! For other cross sections, contact ProCab AS

CB 12/24 
Screened T-connector for 12 and 24 kV cable

El. no Title Compression 
system

Cross section
mm2

12 kV 24 kV
11 316 00 CB 12/24-630 25S - 2 Hexagon DIN 25 25
11 316 01 CB 12/24-630 25C - 2 Hexagon DIN Cu 25 Cu 25 Cu
11 316 02 CB 12/24-630 50S - 2 Hexagon DIN 50 50
11 316 03 CB 12/24-630 50D - 2 Deep-compression 50 50
11 316 04 CB 12-630 95S - 2 Hexagon DIN 95
11 316 05 CB 12-630 95D - 2 Deep-compression 95
11 316 06 CB 24-630 95S - 3 Hexagon DIN 95
11 316 07 CB 24-630 95D - 3 Deep-compression 95
11 316 08 CB 12/24-630 150S - 3 Hexagon DIN 150 150
11 316 09 CB 12/24-630 150D - 3 Deep-compression 150 150
11 316 10 CB 12/24-630 240S - 3 Hexagon DIN 240 240
11 316 11 CB 12/24-630 240D - 3 Deep-compression 240 240
11 317 71 CB 12/24-630 25-95/70 - 2 Screw Al/Cu 25-95 25-70
11 317 72 CB 12/24-630 150/95-240 - 3 Screw Al/Cu 150-240 95-240
11 324 78 CB 12/24-630 95-240 - 3 Sicon Screw Al/Cu 150-240 95-240
11 316 60 Conversion kit OS from 3-core to 1-core cable for CC / CB

End termination kit suited for 12-24 kV 1-core cable 
(including twist) type TSLE, TSLF etc. Can be used  
indoors and outdoors. Using 3-wire cable, see the  
table below.

For connection to standard bushings.
Comes complete with specified cable lugs.
Approved safe to touch (earthed surface) 

Material: Silicone rubber (flexible)
Special qualities: The cable copper screen may easily be
separated for testing of the outer jacket.
Additional products:
- extra cable
- transitions
- earthing, etc.
- over voltage protection 

Approved according to VDE 0278 og Cenelec HD629.S1.
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